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943 Series 
Floor Trench Convector 

Conforms to ANSI/UL 2021 

and CSA C22.2, NO. 46 

Installation, Operation & Maintenance Instructions 

GENERAL 

This heater is designed to provide years of efficient, trouble free operation as a primary or supplemental heat source for 

comfort heating in commercial applications. Installation or use of this product in any manner not described within this 

manual will void the warranty and could result in injury, damage to property, or permanent damage to the heater. 

Table A - 943IB (one element) 

Catalog Length Watts Total Amperage 

Number "L" (ft) per foot Watts 208VAC 240VAC 277VAC 

02188 188 376 1.9 1.6 1.4 
2 

02250 250 500 2.4 2.1 1.8 

03188 188 564 2.7 2.4 2.0 
3 

03250 250 750 3.6 3.1 2.7 

04188 188 752 3.6 3.1 2.7 
4 

04250 250 1000 4.8 4.2 3.6 

05188 188 940 4.5 3.9 3.4 
5 

4.5 05250 250 1250 6.0 5.2 

IMPORTANT INSTRUCTIONS 

& WARNING & 
WHEN USING ELECTRIC APPLIANCES, BASIC 
PRECAUTIONS SHOULD ALWAYS BE FOLLOWED 
TO REDUCE THE RISK OF FIRE, ELECTRIC 
SHOCK, AND INJURY TO PERSONS. 

1. Read all instructions before installing or using this heater.

2. A heater has hot and arcing or sparking parts inside. Do not

use in areas where gasoline or flammable liquids are used or

stored.

3. This heater is hot when in use. To avoid burns, do not let bare

skin touch hot surfaces. Keep combustible materials, such as

furniture, pillows, bedding, papers, clothes, etc. and curtains

away from heater. Curtain should be at least 1 foot (305mm)

minimum above heater.

4. To prevent a possible fire, do not block air intakes or exhaust

in any manner.

5. Do not insert or allow foreign objects to enter any ventilation

or exhaust opening as this may cause an electric shock, fire,

or damage the heater.

6. Serious injury or death could result from electric shock. Verify

the electrical power supply energizing the heater is

disconnected at the main disconnect or service panel before

installing or servicing this heater.

7. Do not operate any heater after it malfunctions. Disconnect

power at service panel and have heater inspected by a

reputable electrician before reusing.

8. Do not use outdoors.

9. To disconnect heater, turn controls to off, and turn off power

to heater circuit at main disconnect panel (or operate internal

disconnect switch if provided).

10. Use this heater only as described in this manual. Any other

use not recommended by the manufacturer may cause fire,

electric shock, or injury to persons.

SAVE THESE INSTRUCTIONS 
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